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熔断器底座

Rated Current  In 160A
Rated Voltage  Un 690V AC/440V DC
Rated Insulation Voltage  Ui 1000V
Rated Impulse Withstand Voltage Uimp 6kV
Breaking Capacity(with Fuse) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse Size 00/000
Feature 1P, without touch protection device
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 160A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 00/000
Feature 1 pole ,with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF1
Fuse Holder

Item No.:DN56300
Product Model:DNF1-00

Order No.:DN56301
Model No.:DNF1-00
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Rated current le  In 160A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 00/000
Feature 3 pole,    with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 160A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 1
Feature 1 pole ,without protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF1
Fuse Holder

Order No.:DN56302
Model No.:DNF1-00

Order No.:DN56310
Model No.:DNF1-1
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Rated current le  In 250A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 1
Feature 1pole ,with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 250A
Rated voltage Ue 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 1
Feature 3 pole,    with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF1
Fuse Holder

Order No.:DN56311
Model No.:DNF1-1

Order No.:DN56312
Model No.:DNF1-1
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Rated current le  In 250A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Feature break type, without protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 400A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 2
Feature 1 pole,   without protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF1
Fuse Holder

Order No.:DN56313
Model No.:DNF1-1

Order No.:DN56320
Model No.:DN56320
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Rated current le  In 400A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV

Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/
100kA(440VDC)

Fuse link size 2
Feature 1 pole,  with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 400A
Rated voltage Ue 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Fuse link size 2
Feature 3 pole,   with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF1
Fuse Holder

熔断器底座

Order No.:DN56321
Model No.:DNF1-2

Order No.:DN56322
Model No.:DNF1-2
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Rated current le  In 400A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Feature Feature neutral link,break type,without protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 800A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Fuse link size 3
Feature 1 pole,  without protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF1
Fuse Holder

Order No.:DN56323
Model No.:DNF1-2

Order No.:DN56330
Model No.:DNF1-3
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Rated current le  In 800A
Rated voltage Ue 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV

Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/
100kA(440VDC)

Fuse link size 3
Feature 1 pole,  with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 800A
Rated voltage Ue 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV

Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/
100kA(440VDC)

Fuse link size 3
Feature 3 pole,  with protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Order No.:DN56331
Model No.:DNF1-3

Order No.:DN56332
Model No.:DNF1-3

DNF1
Fuse Holder

熔断器底座
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Order No.:DN56333
Model No.:DNF1-3

Rated current le  In 630A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand 
voltage Uimp 6 kV

Feature break type,without protective cover
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF1
Fuse Holder
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Rated current le  In 160A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV

Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/
100kA(440VDC)

Fuse link size 00/000
Feature 1 pole 
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 250A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV

Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/
100kA(440VDC)

Fuse link size 1
Feature 1 pole  
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Order No.:DN56305
Model No.:DNF2-00

Order No.:DN56315
Model No.:DNF2-1

DNF2
Fuse Holder

熔断器底座
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Rated current le  In 400A
Rated voltage  Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 2
Feature 1 pole 
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

Rated current le  In 800A
Rated voltage Un 690V AC/440V DC
Rated Insulation Voltage Ui 1000V
Rated impulse withstand voltage Uimp 6 kV
Break capacity (with fuse link) 120kA(500VAC)/50kA(690VAC)/100kA(440VDC)
Fuse link size 3
Feature 1 pole   
Type Fixed Type
Reference  standard IEC 60269-2      GB/T 13539.2

DNF2
Fuse Holder

Order No.:DN56325
Model No.:DNF2-2

Order No.:DN56335
Model No.:DNF2-3
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Item Size Model No. Rated voltage Drawing

Cylindrical 
cap fuse

10×38mm RT18-32(RO15) 500V/ 690VAC

14×51mm RT18-63(RO16) 500V/ 690VAC

22×58mm RT18-125(RO17) 500V/ 690VAC

Model No. Rated Current  In Rated voltage
Un

Breaking capacity 
with fuse

RT18-32(RO15)

In:2A、4A、6A、8A、10A、16A、
20A、25A、32A 500VAC 100kA

In: 2A、4A、6A、8A、10A、16A 690VAC  50kA 

RT18-63(RO16)

In:2A、4A、6A、8A、10A、12A、
16A、20A、25A、32A、40A、
50A、63A

500VAC 100kA 

In:2A、4A、6A、8A、10A、12A、
16A、20A、25A、32A 690VAC  50kA 

RT18-125(RO17)

In: 10A、16A、20A、25A、32A、
40A、50A、63A、80A、100A、
125A

500VAC 100kA 

In: 10A、16A、20A、25A、32A、
40A、50A 690VAC 50kA

Cylindrical Fuse Links
Cylinderical 
fuse link 
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圆筒形帽熔断体
特性曲线图
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Mounting method DIN rail installation
Wiring range2 0.75-25mm2

Fuse size 10*38
Rated operational current  Ie 32A
Rated operational voltage Ue 400V/690V
Rated Insulation Voltage Ui 800V
Rated impulse withstand 
voltage Uimp 6 kV

Breaking capacity with fuse 100kA(500VAC)/50kA(690VAC)
Utilization category AC-22B
IP Degree IP20
Reference standard IEC 60947-3      GB/T 14048.3

Pole Description Indicator Order No.
1 without null line without DN56110
1+N with null line at right without DN56111
2 without null line without DN56112
3 without null line without DN56113
3+N with null line at right without DN56114
3+N with null line at left without DN56126

RT18
Series Fuse Switch Disconnector

Fuse Switch
 Disconnector

Technical Parameters

Order No.




